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40 CFR Ch. I (7–1–04 Edition) § 63.7720 

GENERAL COMPLIANCE REQUIREMENTS 

§ 63.7720 What are my general require-
ments for complying with this sub-
part? 

(a) You must be in compliance with 
the emissions limitations, work prac-
tice standards, and operation and 
maintenance requirements in this sub-
part at all times, except during periods 
of startup, shutdown, or malfunction. 

(b) During the period between the 
compliance date specified for your iron 
and steel foundry in § 63.7683 and the 
date when applicable operating limits 
have been established during the ini-
tial performance test, you must main-
tain a log detailing the operation and 
maintenance of the process and emis-
sions control equipment. 

(c) You must develop and implement 
a written startup, shutdown, and mal-
function plan according to the provi-
sions in § 63.6(e)(3). The startup, shut-
down, and malfunction plan also must 
specify what constitutes a shutdown of 
a cupola and how to determine that op-
erating conditions are normal fol-
lowing startup of a cupola. 

INITIAL COMPLIANCE REQUIREMENTS 

§ 63.7730 By what date must I conduct 
performance tests or other initial 
compliance demonstrations? 

(a) As required by § 63.7(a)(2), you 
must conduct a performance test no 
later than 180 calendar days after the 
compliance date that is specified in 
§ 63.7683 for your iron and steel foundry 
to demonstrate initial compliance with 
each emissions limitation in § 63.7690 
that applies to you. 

(b) For each work practice standard 
in § 63.7700 and each operation and 
maintenance requirement in § 63.7710 
that applies to you where initial com-
pliance is not demonstrated using a 
performance test, you must dem-
onstrate initial compliance no later 
than 30 calendar days after the compli-
ance date that is specified for your iron 
and steel foundry in § 63.7683. 

(c) If you commenced construction or 
reconstruction between December 23, 
2002 and April 22, 2004, you must dem-
onstrate initial compliance with either 
the proposed emissions limit or the 
promulgated emissions limit no later 
than October 19, 2004 or no later than 

180 calendar days after startup of the 
source, whichever is later, according to 
§ 63.7(a)(2)(ix). 

(d) If you commenced construction or 
reconstruction between December 23, 
2002 and April 22, 2004, and you chose to 
comply with the proposed emissions 
limit when demonstrating initial com-
pliance, you must conduct a second 
performance test to demonstrate com-
pliance with the promulgated emis-
sions limit by October 19, 2007 or after 
startup of the source, whichever is 
later, according to § 63.7(a)(2)(ix). 

§ 63.7731 When must I conduct subse-
quent performance tests? 

(a) You must conduct subsequent per-
formance tests to demonstrate compli-
ance with all applicable PM or total 
metal HAP, VOHAP, and TEA emis-
sions limitations in § 63.7690 for your 
iron and steel foundry no less fre-
quently than every 5 years. The re-
quirement to conduct performance 
tests every 5 years does not apply to an 
emissions source for which a contin-
uous emissions monitoring system 
(CEMS) is used to demonstrate contin-
uous compliance. 

(b) You must conduct subsequent per-
formance tests to demonstrate compli-
ance with the opacity limit in 
§ 63.7690(a)(7) for your iron and steel 
foundry no less frequently than once 
every 6 months. 

§ 63.7732 What test methods and other 
procedures must I use to dem-
onstrate initial compliance with the 
emissions limitations? 

(a) You must conduct each perform-
ance test that applies to your iron and 
steel foundry according to the require-
ments in § 63.7(e)(1) and the conditions 
specified in paragraphs (b) through (h) 
of this section. 

(b) To determine compliance with the 
applicable emissions limit for PM in 
§ 63.7690(a)(1) through (6) for a metal 
melting furnace, scrap preheater, pour-
ing station, or pouring area, follow the 
test methods and procedures in para-
graphs (b)(1) through (5) of this section. 

(1) Determine the concentration of 
PM according to the test methods in 40 
CFR part 60, appendix A that are speci-
fied in paragraphs (b)(1)(i) through (v) 
of this section. 
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